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MICRONIZED CALCIUM CARBONATE

1/ Chemical Composition

CaCO3
MgCO3
A1203

Fe203

Sn

Pb

Cd

Mn

Cu
S|02

98.96 %
0.59 %
0.045 %
0.044 %
<0.001 %
<0.001 %
< 0.0001 %
0.0041 %
< 0.0001 %
0.12 %

Loss of weight on calcination 43.3 %

Measured by I.C.P.

2/ Physical Characteristics

Granulometry Method
Statistic mean diameter 9 um Mastersizer S
D50 6 pm Mastersizer S
45 pm residue on sieve <1 % ISO 787R/7
200 pm residue on sieve <0.01 %

Whiteness Dry DOP Spectraflash S450
L 96.0 74.0

a -0.3 -0.9

b 4.5 12.0

Moisture <0.1% ISO 787R/2
pH (aqueous sol. 10 %) 9.0 ISO 787R/9
Oil absorption 18 g/100g CaCO3 ISO 787R/5
DOP absorption 30g/100g CaCO3 ISO 787R/5
Specific surface area 1.4m2/g B.E.T.

Bulk density (unstamped) 1 Kg/L ISO 787R/11

3/ Main applications:

Any information in this publication is believed to be accurate and is given in good faith, but is for the customer to satisfy himself of the suitability for his own particular purpose.

No representation, warranty or guarantee is made to its accuracy, reliability or completeness.
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Rubber, wrapping paper, gel coat, PVC carpet backing, economic matte paints, mastics, foodstuff, powder soap, ceramics,
asphaltic mesh, fertiliser

SICO FERTILISERS

EVERY TIME THE SOLUTION




