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Working
Device

Model DF-500 DF-504
Drive Type 2WD 4WD
Overall Dimensions
LXWXH (mm) 3780X1615X2250
Wheel Track  Front ‘2[0:)3-01] 5?0 1300
(mm)

Rear 1200-1620 ( 1300 )
Wheel Base ( mm ) 1855 1908
Ground Under front axle 432 367
Clirch oW Under rear axle 450 450
Rated TractionForce (N } 10500 12500
Construction Mass ( kg ) 1750 1910
Min. Turning Radius ( m ) 3.70 4.2

Theoretical  Forward (km/h) 13.9, 10.87, 17.92, 23.01, 36.4
Speed

(without creeper) Reverse ( km/h) 4.23,6.92, 8.91, 14.10
Theoretical Forward ( km/h) N/W

Speed

(without creeper)  geyerse ( kmih) N/W

1.88, 2.60, 3.34, 5.28, 4.14, 6.82, 8,76,

TRACTOR RANGE
DF-550 DF-554 DF-600 DF-604
2WD 4WD 2WD 4WD
4040X1845X2400

(Height to steering wheel)

1420,1520,1620 1420 1420(Usually use) 1420
1520,1620
1450-1650 ( 1450 )

2060 2080 2060 2080

440 325 477 353

440 440 477 477
11000 14000 11200 14500
2220 2370 2230 2380

3.9 4.2 3.9 4.2

1.57, 2,60, 3.32, 5.26, 4.12, 6.80, B.73,
13.80, 10.80, 17.80, 22.90, 36.30

1.63, 2,70, 3.47, 5.49, 4.29, 7.07, .10
14.40, 11.26, 18.57, 23.88, 37.80
4.20, 6.90, 8.90, 14.04 4.36,7.19, 9.24, 14.63

0.29, 0.47, 0.61, 0.97, 0.76, 1.25 0.30, 0.49, 0.64, 1.00, 0.79, 1.30,
1.60, 2.54, 2.0, 3.30, 4.20, 6.70 1.67, 2.64, 2.07. 3.41, 4.38, 6.94

0.77,1.27,1.63,2.58 0.80, 1.32, 1.70, 2.69

Model 4168, JD4100 YT4A2-23

Type Dry, single-function,constant meshing (dual-function clutch is optional ) Dry, linkage type, dual-function
12-hour Rated Power ( kWihp ) 36.8/50.0 40.5/55.0 44.1/60.0

Specific Fuel Consumption ( g/kW/h ) =242 =242

Rated Speed ( pm ) 2400 2300

Bore X Stroke ( mm ) 95X100,100X105 105X125

Total Displacement (L) 2.83,3.3 4.33

single-function, dry, constant mesh

Clutch (dual-function clutch optional | Dry, linkage type, dual-function clutch
Gearbox 4X(3+1) Sliding gear shift 4x(3+1) Sliding gear shift

Main Drive One pair of spiral bevel gears One pair of spiral bevel gears
Differential Bevel gear Bevel gear

Differentia Lock Sliding pin, foot-operated Jaw lock

Final Transmissions Planerary reduction gear

Front 6.00-16 8.3-20
Tyre

Rear 12.4-28
Steering Gear Hydraulic power steering
Brake Wet disc ( Multiple )

Lifting capacity at

; 610 mm behind lift 900

Hydraulic oint (ka)
System P 9

3-point suspension Category:ll

Rotating

Speed [ rpm ) 540/1000
P.T.0.Shait

Spline size

SAP INTERNATIONAL CORPORATION bvba
Krekelenberg 69, B-2980 Zoersel, Belgium.

Spur gear, external gearing

6.00-16 7.5-20 6.50-16 8.3-24

13.6-28 14.9-28

Hydraulic power steering

Wet disc ( Multiple )

1100

Category:ll

540/1000

6-@35 Rectangular spline
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